


                        
Material: 316L Stainless Steel
Spray Angle: 360°
Max. Cleaning Diameter: 50 ft (15 m)
Operating Pressure: 20-450 psi (2-30 bar)
Max. Pressure: 450 psi (30 bar)
Recommended
Pressure: 45-290 psi (3-20 bar)

Min. Tank Opening: 3.86 in. (98 mm)
Max. Operating Temperature: 95°C (203°F)

PERFORMANCE DATA

ON THE MARKET
NEW

Design Features:  

1  Durable low maintenance stainless steel construction   

2  Thoroughly cleans the entire tank interior (360°)

 3  Three sizes available (see table below) 

4  Four specialized options available, see list below 

Designed with a separate gearbox making it very difficult
to clog

 

5  

Applications:

Cleaning Cycle:

 

HIGH FLOW SERIES
 

ODC 5

Operating 

The ODC Series 5 rotating tank cleaner is a robust and efficient tool 
useful for many industries. The compact design allows for access 
through small tank openings while still effectively cleaning a large 
diameter. 

ODC Series 5 units are suitable for cleaning medium tanks, tank 
trucks, and underground storage tanks. This model is commonly 
used in pharmaceutical, beer, chemical, industrial fermenta-
tion, oil & gas industries and many others.

Lubricated and driven by the cleaning fluid       

6  

7  

Utilizes a dynamic seal to decrease leakage and save cleaning
fluid, only allowing up to 0.5 leakage



Drawings:

ODC 5

OPERATION
PRODUCT IMAGES

This tank cleaner provides a powerful and thorough 
360-degree cleaning pattern using two nozzles to blast 
the tank walls and wash all surfaces. A gear reducer is 
driven by the cleaning fluid through the turbine 
rotation to create a full 3-dimensional spinning spray 
pattern with the machine nozzles spinning in two 
planes.

The cycle time is approximately 8-12 minutes depend-
ing on pressure used. Required fluid volume varies with 
nozzle diameter, pressure and cycle time; see below for 
flow rate graphs.
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